
•  If you have removed the rod, slide the rod back through 
the run of posts

•  Make sure the Angle Tension End at the top of the run is 
fully seated against the post

•  Add a matching angle Tension End on the lower side of 
the run

•  Place the Angle Washer on the Tension Receiver

•  Use the supplied Allen wrench to move the Tension 
Receiver into the post and fasten to the Threaded   
Crimp Fitting

•  Tighten the Tension Receiver four full turns

Rod: Angle Tension to Angle Tension Installation Steps (Continued)Rod: Angle Tension to Angle Tension Installation Steps (Continued)

9
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10

•  After all rods are ready, tension in sequence

•  Draw the rod taut until you feel resistance, then turn the 
Tension Receiver another half turn

*Before tensioning any rod infill, please ensure all 

posts and handrail are fully installed

Congratulations!
You’re done with this section. 
We’d love to see your work! Snap a few pics with your phone and send them to 
pictures@viewrail.com. Thanks for choosing Viewrail. Enjoy your new installation!



 Rod Railing Installation Guide
Angle Anchor Kit to Angle Tension End

https://www.youtube.com/watch?v=5mZkXDGSB2shttps://www.youtube.com/watch?v=vSfPzv8FzlU
Angle Tension ReceiverAngle Rod Anchor

17© 2022 VIEWRAIL   All Rights Reserved · (866) 261-8013 · viewrail.com · For Helpful Tutorials go to www.youtube.com/viewrail
Rod Railing Installation Instructions V15   Modified: 10/18/2022

Things to Know Before You Get Started

•  Always start with the Angle Anchor Side of the run first.



•  Insert Angle Rod Anchor into the slotted hole 

•  Turn the Angle Rod Anchor 90º to secure it in place

•  Before moving on, the crimping process may have 
pushed up ridges in the metal

•  Use a Dremel tool or the Angle Grinder to smooth these 
ridges out - This will help fully seat the rod in the Angle 
Rod Anchor

•  Insert the Threaded Crimp Fitting into one end of the rod

•  Crimp the fitting near the Crimp Fitting Flange

•  Rotate the rod and Crimp Fitting 90° and crimp again

•  Repeat these steps to the other side of the run

•  Make sure to crimp the rod in the depression of the crimp 
fitting, and not on the raised collars - See Figure A above

Rod: Angle Anchor to Angle Tension Installation StepsRod: Angle Anchor to Angle Tension Installation Steps

43

2

•  Before beginning, lay out the rods for your run and make 
sure they are accounted for

•  When installing angle to angle anchor & Tension Ends, it is 
typically easier to start at the top post

•  Coupled rod seams are designed to be hidden inside 
intermediate posts

Note: For Rod Coupling Instructions please see page 22

1
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•  Slide the rod back enough to mark an additional 11/4" 
beyond the tape

•  This will be your rod cut length

•  Return to the Angle Anchor post and unscrew the rod 
from the anchor, making sure that you hold the anchor in 
place as to not allow it to fall inside the post

•  Move to the other end of the run to the tension post

•  Pull the rod tight through the tension post

•  Place painters tape where the rod contacts the inside 
face of the tension post

•  Run the crimped end of the rod up through the full run of 
rod posts and foam inserts

•  Thread the Crimp Fitting fully into the Angle Anchor, 
making sure that you hold the anchor in place as to not 
allow it to fall inside the post

Rod: Angle Anchor to Angle Tension Installation Steps (Continued)Rod: Angle Anchor to Angle Tension Installation Steps (Continued)

87
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•  Insert the Threaded Crimp Fitting into the remaining open 
end of the rod

•  Crimp the fitting near the Crimp Fitting Flange

•  Rotate the rod and Crimp Fitting 90° and crimp again

•  Repeat these steps to the other side of the run

•  Make sure to crimp the rod in the depression of the crimp 
fitting, and not on the raised collars - See Figure A above

•  Use the deburring tool to remove any rough edges

•  To deburr, insert the tool into the rod and turn the tool    in 
a circle so the blade cuts and removes the burs

•  While you are able to cut the rods while they are through 
the posts, it may be best practice to remove the rods 
from the run, at this point

•  Use the angle grinder to cut the rods from the mark 
made in the previous step

Rod: Angle Anchor to Angle Tension Installation Steps (Continued)Rod: Angle Anchor to Angle Tension Installation Steps (Continued)

11

109

•  If you have removed the rod, slide the rod back through 
the run of posts

•  Fully thread the crimp fitting into the Angle Rod Anchor

12
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•  After all rods are ready, tension in sequence

•  Draw the rod taut until you feel resistance, then turn the 
Tension Receiver another half turn

*Before tensioning any rod infill, please ensure all 

posts and handrail are fully installed

•  Go to the opposite side of the run to the tension post

•  Slide the Angle Washer onto the Tension Receiver

•  If you have multiple stair railing, make sure you are using 
the correct degree of angled washer for this specific 
stair system

•  Use the supplied Allen wrench to move the Tension 
Receiver into the post and fasten to the Threaded   
Crimp Fitting

•  Tighten the Tension Receiver four full turns

Rod: Angle Anchor to Angle Tension Installation Steps (Continued)Rod: Angle Anchor to Angle Tension Installation Steps (Continued)

1413
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Congratulations!
You’re done with this section. 
We’d love to see your work! Snap a few pics with your phone and send them to 
pictures@viewrail.com. Thanks for choosing Viewrail. Enjoy your new installation!



 Rod Railing Installation Guide
Rod Coupling

Rod Coupler
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•  Unfasten the rod from the end post hardware, and back 
out the rod

•  Mark 1" past the painters tape and use an angle grinder 
to cut on that mark

•  The rod that will be coupled should stick out past the 
post the coupler will sit inside

•  Attach painters tape on the rod where the rod meets the 
inside face of this post

•  The best method to install couplers is to start by 
attaching one side of your rod run to the end post

•  If you have an Angle or Level Anchor kit, always begin 
with that end of the run

•  Fasten that side of the rod fully

•  If you have a project where a rod coupler is needed, the 
coupler is designed to be hidden inside a post

•  Lay out the rods and hardware for the run you are 
working on

•  It is recommended to have a maximum of 2 couplers on 
a single run

•  Coupled rod seams are designed to be hidden inside 
intermediate posts

43
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Rod Railing Installation Steps
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•  Select the second rod that you will couple to the first rod

•  Deburr the rod end if needed, and insert the remaining 
coupler end into the second rod

•  Remove the painters tape

•  Take a rod coupler and insert one end into the rod

•  Use the multi-tool to crimp the rod onto the rod coupler 
and crimp twice

•  Make sure to crimp the rod over the coupler’s neck, and 
not over the ridges

•  See Figure A above

•  Use the deburring tool to remove any rough edges

•  To deburr, insert the tool into the rod and turn the tool    
in a circle so the blade cuts and removes the burs

•  While you are able to cut the rods while they are through 
the posts, it may be best practice to remove the rods 
from the run, at this point

•  If you have removed the rod, make sure to keep track of 
the angle washer from the top kit

•  Use the angle grinder to cut the rods from the mark 
made in the previous step

87

65

Rod Railing Installation Steps (Continued)
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Congratulations!
You’re done with this section. 
We’d love to see your work! Snap a few pics with your 
phone and send them to pictures@viewrail.com. 
Thanks for choosing Viewrail. Enjoy your new installation!

•  Repeat steps 3-7 if you have a second coupler•  Use the multi-tool to crimp the rod onto the rod coupler 
and crimp twice

•  Make sure to crimp the rod over the coupler’s neck, and 
not over the ridges

•  See Figure A above

109

Rod Railing Installation Steps (Continued)
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•  When your complete rod length is coupled, run the rods 
back through the posts - The coupler seam should be 
seated inside an intermediate post

•  Fasten the rod using the relevant rod hardware for your 
run following the previous steps listed

11



H Post Threaded Crimps Level Rod Anchors Angle Rod Anchors Post-Side Handrail Bracket

39" Qty 21 Qty 11 Qty 10 Qty 1

42" Qty 22 Qty 12 Qty 10 Qty 1

I Post Threaded Crimps Tension Receivers Angle Washers Post-Side Handrail Bracket

39" Qty 21 Qty 21 Qty 10 Qty 1

42" Qty 22 Qty 22 Qty 10 Qty 1

J Down Post Threaded Crimps Angle Rod Anchors

36" Qty 10 Qty 10

39" Qty 11 Qty 11

42" Qty 12 Qty 12

J Up Post Threaded Crimps Angle Rod Anchors

36" Qty 10 Qty 10

39" Qty 11 Qty 11

42" Qty 12 Qty 12

R Post Threaded Crimps Level Rod Anchors

36" Qty 10 Qty 10

39" Qty 11 Qty 11

42" Qty 12 Qty 12

S Post Threaded Crimps

All Post Heights - -

D Post Threaded Crimps Tension Receivers Angle Washers Post-Side Handrail Bracket

36" Qty 20 Qty 20 Qty 10 Qty 1

39" Qty 22 Qty 22 Qty 11 Qty 1

42" Qty 24 Qty 24 Qty 12 Qty 1

G Post Threaded Crimps Level Rod Anchors Angle Rod Anchors Post-Side Handrail Bracket

36" Qty 20 Qty 10 Qty 10 Qty 1

39" Qty 22 Qty 11 Qty 11 Qty 1

42" Qty 24 Qty 12 Qty 12 Qty 1

A Post Threaded Crimps Tension Receivers

36" Qty 10 Qty 10 -

39" Qty 11 Qty 11 -

42" Qty 12 Qty 12 -

A-5 Post No Hardware Needed

All Post Heights - - -

B Down Post Threaded Crimps Tension Receivers Angle Washers

36" Qty 10 Qty 10 Qty 10

39" Qty 11 Qty 11 Qty 11

42" Qty 12 Qty 12 Qty 12

B Up Post Threaded Crimps Tension Receivers Angle Washers

36" Qty 10 Qty 10 Qty 10

39" Qty 11 Qty 11 Qty 11

42" Qty 12 Qty 12 Qty 12

A-5 Post No Hardware Needed

All Post Heights - - -

C Post Threaded Crimps Tension Receivers Level Rod Anchors

36" Qty 20 Qty 10 Qty 10

39" Qty 22 Qty 11 Qty 11

42" Qty 24 Qty 12 Qty 12
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Rod Post Hardware Identification
& Quantities Chart

Post-Side Handrail Bracket

Threaded Crimp 
Fitting

Level Anchor

Tension Receiver

Angle Washer

Angle Anchor


